AMENDMENT NO. 1 JUNE 2021 
TO 


IS 5149 : 2020 SPECIFICATION FOR MALEIC 
ANHYDRIDE, TECHNICAL 


( Second Revision ) 


(Page 1, Table 1) — Substitute the following for the existing: 
‘Table 1 Requirements for Maleic Anhydride, Technical 


( Clause 2.2 ) 
SINo. Characteristic Requirements Method of Test 
(Ref to Cl No. in Annex A) 

a) (2) (3) (4) 

i) Crystallizing point , °C, Min 52.1 A-2 

ii) Colour of the molten material, 20 A-3 
Hazen units, Max 

iii) Maleic acid content, percent by 0.8 A-4 
mass, Max 

iv) Maleic anhydride content, percent 99.2 A-5 
by mass, Min 

v) Ash, percent by mass, Max 0.005 A-6 

vi) Iron content (as Fe), parts per 10 A-7 


million, Max 


(Page 1, clause 4.1) — Substitute the following for the existing clause: 


‘4.1 The material shall be packed in paper bags or HDPE/PP bags with inner 
linings.’ 


(Page 1, clause 4.2.1) — Substitute the following for the existing clause: 


‘4.2.1 The material shall be securely packed and marked with the following: 
a) Name of the material; 
b) Name of the manufacturer and his recognized trade-mark, if any; 
c) Quantity of the material in the bags; 
d) Lot or batch number; and 
e) Month and year of manufacturing.’ 
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